Bearwood Theatre

Technical Specifications
As of April 2011
Bearwood College does not guarantee that all or any of these facilities or equipment will be available or suitable for the purposes of the visiting company. A visiting company should in all cases check with the contacts below to ensure any information contained in this document is up to date and correct and advise of any requirements that are important for its productions, as some equipment may be temporarily unavailable. 

Sally Russell, Events and Lettings Manager
T: +44 (0)1189 748 321
E: events@bearwoodcollege.co.uk
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UNLOADING AND PARKING 

Load-in / dock doors:

· Loading doors on Stage Left at ground level. The stage and dock areas are both level with the ground floor. We do not own any truck ramps or access equipment to allow equipment to be unloaded from a truck, please ensure your truck has a tail-lift fitted or bring a suitable truck ramp with you.
Cast and Crew parking:
· Space for three cars adjacent to the loading /dock doors, additional parking may also be found in the adjacent yard behind the swimming pool. 

AUDITORIUM

· Seating is divided into three sections all in a single rake.

· Maximum seating capacity 330
· Bearwood theatre is equipped with 3 wheelchair positions accessed via ramps on the house left side of the auditorium. 
· Seating plans are available from the events office.
STAGE DIMENSIONS
· Proscenium Width: 10.92 metres
· Proscenium Height: 5.51 metres
· Height to underside of grid: 6.84 metres
· Max flying height: 6.47 metres

· Height to underside of fly floor: 2.73 metres

· Stage depth:

· From setting line: 6.08 metres
· From stage edge: 7.68 metres

· From front of thrust/pit: 10.69 metres

· Wing widths measured from proscenium edge: 
· Dock area: 
6.2m x 9.0m
· Dock door:
· Height: 4.00 metres
· Width: 2.93 metres

· Plans of the stage and auditorium areas are available in both dwg and pdf formats either from the events office or the college website.
DRESSING ROOMS

Bearwood Theatre has accommodation for: 


· 1 x Chorus / Green room, max 40 persons

· 3 x Principal dressing rooms, max 1 person each

· Toilets and shower facilities are located adjacent to the dressing rooms.
ORCHESTRA PIT / THRUST
Bearwood Theatre has an orchestra pit that can accommodate up to 14 players. The depth is fixed at 3m from the stage floor height. This level cannot be adjusted as it is permanently in place. The orchestra pit is created by removing the forestage rostra and the auditorium floor rostra. Please note that there is a charge to remove the orchestra pit
Bearwood Theatre currently does not own any orchestra stands and associated cabling. However we do have numerous 13A power points permanently installed in the orchestra pit along with a remote conductors cue light facility. 
FLYING SYSTEM

· Height to underside of fly-floor located stage right: 
2.73 metres
· Bearwood Theatre is essentially a non-flying house, but some simple flying is possible if the pieces do not exceed 1.8 metres in depth.
·  Winch bars 1 to 3 have a permanent LX bar attached to them, it is not possible to remove this bar. Winch bar 4 providing support for an upstage overlapped track which has a pair of black half width cloths semi permanently installed.
· There are a total of 7 Hemp bars for cloths, drapes and scenery.

· A steel grid consisting of 5 RSJ beams encompasses the full depth and width of the stage.  It is not possible to access the grid by any means other than a tallescope and until ratings have been assessed it is not permitted to hang anything from the grid directly, please use the bars provided.

· Winch bars are rated at 250Kg total UDL, Hemp bars are rated at 50Kg UDL, and the point load on all bars must not exceed 35Kgs. 
· All borders and legs are made of black serge. There are 3 pairs of legs and 3 borders in total.
STAGE EQUIPMENT

Soft Goods:
 Width(metres) Drop (metres)

· 3 Black Masking Borders 
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 4

· 3 Pairs of Black Legs.
· 1 Pair of Black Half Width Cloths, 25% fullness.
· 1 White Cyc 
Other:
· 1 Harlequin ‘Studio’ Black dance floor to cover whole stage performing area

· 16 Hall stage weights
· 1 Yamaha grand piano
LIGHTING

Lighting Console and Dimmers:

· Strand Classic Lightpalette running via a DMX to D54 convertor.
· 60 ways x 2.0k Strand Permus 10A dimmers (15A sockets)

Dimmers are split into 15A patch boards sited in the control room, 20 dimmers per phase. Socket outlets are then patched to the dimmers via these boards. 

· Bearwood Theatre currently does not have a DMX tie ring. 
· By default all house dimmers are on DMX universe 1

Dimmer distribution:

· LX 2, 3 and US stage level outlets are grey phase.
· LX1, Front of House bridge 1 and downstage dips outlets are black phase.
· Front of House bridge 2 and side balcony outlets are brown phase.
· Max load on any phase 100A.

· The socket layout and phasing diagram of the theatre is available from the events office and via the college website.
Front of House equipment:
· Bridge 2: 14 x Strand Harmony 15/28 1000w zoom profiles
· Bridge 1: 8 x Strand Cantata PC 1200w with barndoors.
· Side Balconies: 12 x Par64 Parcan CP62 lamps 1000w (6 per side)
Additional lighting stock:

· 4 x Strand Cantata 11-26º 

 1200w zoom profiles
· 6 x Strand Harmony 15-28º

 1000w zoom profiles

· 6 x Strand Prelude 16-30

   500w zoom profiles

· 16 x Strand Patt 743 + doors

  1000w fresnels
· 8 x Strand Prelude F + doors

  500w fresnels

Flood Units:

· 3 x Strand Coda 4 cell 500w Asymmetric flood batten type units

· 2 x Strand Coda 1 cell 500w Asymmetric flood units
· 2 x CCT Minuette MK2 Asymmetric flood units

Stands and rigging equipment: 

· 4 x Doughty stands extendable from 1.4 metres to 3 metres in height, fitted with 4 lantern T bars.
Colour Frame sizes:
· Par64     250 x 250mm

· Harmony/Cantata    180 x 180mm

· Patt 743   210 x 210mm

· Prelude   150 x 150mm

· Coda/Minuette floods   215 x 235mm 
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ADDITIONAL POWER SUPPLIES

Bearwood Theatre has a single phase 32A socket outlet located in the roof space behind bridge 2. There are 3 x 10A independent supplies wired to 15A round pin sockets, one located in bridge 2, one on LX bar 1 and one on LX bar 2, these are switched adjacent to the lighting desk in the control room. 
SOUND

Main Desk 
Soundcraft Spirit LX7 24 channel, 4 groups, 6 aux sends
Mics

2 x Sennheiser E835 handheld radio mics


         
4 x Sennheiser EW100 radio mic packs with tie clip type capsules

Control
1 x Alesis Midiverb 4 unit


Room

1 x Tascam CDA500 Tape Deck



1 x Tascam MD301 minidisk player



1 x Behringer Ultracurve Pro Digital EQ (linked to FOH PA amp)



1 x Behringer Ultracurve Pro Digital EQ (linked to Foldback amp)

Main Amps
Yamaha P3200
1 for FOH PA 

1 for Foldback and effects

Mic Tie 
4 x DSR

Lines

4 x DSL



4 x Orch Pit



4 x Overstage gallery
Onstage &
2 x Yamaha SM121V Wedges

Foldback

Speakers

Bearwood College does not supply radio mic batteries by default. You will need 2 x AA batteries for the handheld E835’s and 1 x PP3 battery for each EW100 radio mic.
COMMUNICATIONS AND AUDIO VISUAL

Intercom:

· 3 x tecpro beltpacks with headsets, master station located in control room. 
· Single comms points located down stage left, down stage right, sound desk and lighting desk.

AV Equipment:

· 1 x Sanyo Pro Xtra multiverse projector, Analog, S-Video, Composite (via BNC) and DVI inputs.
· 1 x Analog RS232 tie line to DSL
· 1 x Denon DNV100 DVD player located in sound rack in control room.
